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Resilient materials

TEXTILE MATERIALS
CARPET

Loose-laying carpet 50x50 cm standard size (to be laid 
on the panels with aluminium or steel cover). Available 
also glued to the panel, in size 60x60 cm. With good 
sound absorption, it is suitable for offi ces with medium 
traffi c level, halls, airports, call centers.

PLASTIC MATERIAL
PLASTIC LAMINATE
This is a rigid sheet consisting of sheets of Kraft paper 
impregnated with phenolic resin and a decorative 
melamine layer. Thanks to the good resistance to 
abrasion, is indicated for offi ces with medium to high 
level of traffi c, utility rooms and computer rooms.

LINOLEUM
Natural product composed of a mixture of linseed 
oil, resin, cork fl our, wood fl our, mineral fi llers, dying 
pigments, calendered on natural jute canvas.
Suitable for offi ces with medium traffi c level, banks, 
utility rooms; also available in acoustic version.

VINYL
Flexible tile obtained from polyvinyl chloride, inert fi llers, 
plasticizers and dyes mixed at different production 
cycles. Suitable for offi ces with medium traffi c level, 
hospitals, data centers, equipment rooms, TV studios, 
etc. Available in anti-static, static-dissipative or 
conductive version, offering a wide range of colours 
and fi nishes.

RUBBER
Flexible material made of a homogeneous mixture 
of synthetic rubber, reinforcing mineral charges and 
natural color pigments.
Due to its high resistance, this is a material suitable 
for offi ces with high traffi c level, halls, airports, call 
centers, etc.

CONVENIENCE AND DURABILITY

FINISHES
Wide range of quality fi nishes to fi t the spirit of each project.
Versatility, refi nement and elegance of materials to enhance the beauty of any environment.


